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Note: When these responses are in conflict with the Specifications, the Specifications will control. 

Question 1: Is the Contractor to provide water for construction at his own cost? 

Answer: Yes. See Specification 015000 1.3 I. 

Question 2: Provide distances to and estimated volume capacities proposed stockpile areas. 

Answer: The proposed stockpile areas with estimated volume capacity are shown on the 

attached Stockpile Exhibit. This exhibit is 1”=200’ in scale when plotted on 11 x 17. 

Distances can be scaled on the exhibit. 

Question 3: What area is included in the Clear and Grub quantity. 

Answer: The areas to be cleared and grubbed are also shown on the attached Stockpile Exhibit. 

Please note that the quantity of Clear and Grub was reduced with Addendum No. 1. 

Question 4: When is the last day to submit questions? 

Answer: Questions should be submitted by 5:00 pm on Friday, May 20, 2016. 

Question 5: When the proposed liner bottom grade is in rock, should there be any undercut 

excavated and replacement material placed? 

Answer: Yes. There should be a 6” undercut per Specification Section 312300 3.2 D.5 and 

backfilled with “Engineered Fill” material. 

Question 6: What is the Demolition of Existing Air Compressor bid item? Is this correct? 

Answer: Demolition and removal of the existing air compressor has been removed from the 

project (See Addendum No. 1). The new air compressor will be installed next to and in 

conjunction with the existing air compressor to provide a redundant system. 

Question 7: Who pays for the surveying services? 

Answer: The responsibility for surveys is spelled out in Specification Section 011150 – Layout of 

Work and Surveys. In brief, the Contractor pays for all surveys for layout of the work, 

record (as-built) conformance surveys (excavations, fills, subgrade, GCL limits for the 

Geosynthetic Clay Liner Evaluation Report (GCLER), geomembrane detail, and top of 

protective cover) and surveys for Measurement and Payment purposes. The Owner will 

pay for the pre-construction topo verification survey and Certification of As-Built 

Surveys of the Contractor’s conformance verification surveys.  



Question 8: Who pays for testing? 

Answer: The Owner will pay for passing tests as provided in Specification Section 014500 - 

Quality Control and Quality Assurance. The Contractor will pay for non-passing test and 

tests delegated to the Contractor in the individual technical specifications. 

Question 9: Per Bid Form Item 16 requires 60 mil Textured HDPE Geomembrane.  Detail Dwg. Sheet 

14 shows 60 mil Textured HDPE for all areas.  Dwg. Sheet 18, Detail C shows 60 mil 

Smooth HDPE Geomembrane in the LCS trench.  Dwg. Sheet 18, Section A & B shows a 

requirement for a double layer of 60 mil smooth HDPE Geomembrane in the sump. Is all 

of the 60 mil HDPE Geomembrane to be Textured? 

Answer: Yes. All 60 mil geomembrane is to be textured. 

Question 10: Per Dwg. Sheet 18, Detail C shows 200 mil Geocomposite (single-sided) in the LCS 

trench.  Should this reference show 200 mil Geocomposite (double-sided)? 

Answer: Yes. Detail C on Sheet 18 should indicate double sided geocomposite. 

Question 11: Per Dwg. Sheet 5, west tie-in to Existing Cell 1 says “provide 5’ liner overlap”.  Per Dwg. 

Sheet 15, Detail A shows a 2’ overlap.  Which is correct? 

Answer: The 5’ liner overlap is required. 

Question 12: Per Dwg. Sheet 5, west edge @ tie-in to existing Cell 1 shows Detail B/15.  Per Dwg. 

Sheet 15, Detail B is for the access ramp.  Should this reference be for Detail A/15? 

Answer: Yes. The reference should be to Detail A on Sheet 15.  

Question 13: Do all of the Limits of Proposed Liner (for the anchor trench) indicate the exterior edge 

of liner in the bottom of the anchor trench, or do they indicate the top inside edge of 

anchor trench? 

Answer: They indicate the top inside edge of the anchor trench. 

Question 14: Will measurement and payment of the various liner items be based upon 2 or 3 

dimensional measurement? 

Answer: They will be based on 3 dimensional measurement. 

Question 15: Per Dwg. 7, tie-in between Phase 3 and Future Cell 2, per Detail E/14.  Should this tie-in 

actually be per Detail A/15? 

Answer: Yes. The reference should be to Detail A on Sheet 15. 

Question 16: Will the overlap of Reinforced/Non-Reinforced GCL (per Dwg. 14, Detail C) be measured 

and paid? 

Answer: The overlap is not to be paid for. The overlap area is included in the quantity of 

reinforced GCL. 



Question 17: The Geocomposite material in the SLQCP and on the drawings say you can heat seam 

the Geotextile portion on the Geocomposite material. Is this acceptable instead of 

sewing? 

Answer: The CQA plan (Appendix B) allows sewing or heat seaming. See Page B-43. 
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Question 18: Can a plan be provided showing the excess stockpile locations and the quantity that will 

be taken to each? 

Answer: See answer to Question 2. 

Question 19: Will there be sufficient quantity of material within the cell/pond/channel excavation to 

build the engineered fill (120,000 cy of the 145,000 cy) that meets the minimum 5 PI 

requirement? If not where will the contractor go to borrow the necessary material? 

Answer: It is estimated that between 50,000 CY and 75,000 CY of the hard low PI material is to be 

excavated based on borehole data and past excavations so there should be enough 

good material to do all of the engineered fill. The contract requires processing (mixing) 

of excavated materials to make it usable for the engineered fill. We are willing to work 

with the contractor during the work to develop updated estimates of the amounts of 

material of each kind. 

Question 20: Can an Engineers estimate of the Cubic yards of excavation and embankment be 

provided for the work encompassing: Item No. 8 – Excavation and Fill – Earthen 

Drainage Channels C-3, C-5, C-6, C-7 and C-8?  

Answer: Once the area of the channel has been excavated or filled to the proposed top of bank 

elevations, there is approximately 1.0 CY per linear foot of channel. 

Question 21: Addendum 1 Q & A #5 states: When the proposed liner bottom grade is in rock, should 

there be any undercut excavated and replacement material placed? 

Answer: Yes. There should be a 6” undercut per Specification Section 312300 3.2 D.5 

and backfilled with “Engineered Fill” material. 

Question: Will this overexcavation and backfill be measured and paid for under items 9. 

Unclassified Excavation and 10. Engineered fill or will it be incidental to the work? 

Answer: It will be incidental to the work. 

Question 22: Is all the Rip Rap that is hatched on the plans measured and paid for under Item 19 

Grouted Rip Rap? Or is some of it incidental to the adjacent pipe or structure? 

Answer: It is all to be paid for under Item 19 Grouted Rip Rap. 



Question 23: Are the sloped concrete headwalls at the pipe ends incidental to the pipe? 

Answer: No. The sloped headwalls are to be paid for under new item 22A – Concrete Sloped 

Headwalls as provided in Addendum No. 2. 

Question 24: Where is the location of Item 22 Reinforced Concrete Headwall? 

Answer: It is located at the outfall of Storm Drain 1 (upstream end of Detention Pond C-1. 

Question 25: Can HDPE be utilized in lieu of the Certa-lok Yellowmine PVC for the Forcemain? We 

understand HDPE was substituted on the last cell construction? 

Answer: Yes, HDPE can be substituted for the Certa-lok Yellowmine. Contractor should submit 

material data for approval per the specifications. 

Question 26: Is there a common detail for all the grouted rip rap (i.e. depth of rip rap, depth of 

bedding if any), geotextile? 

Answer: There is not a common detail except for what is indicated in Specification 313700 – 

Riprap. The grouted riprap should be minimum 15” in thickness and Type R. 

Question 27: There is an item for the Cement Stabilized Backfill for 2 culverts with a quantity of 1000 

SY. We cannot identify which culverts get CSB and what the depth is. Can the location 

and depth or Cubic Yardage be of CSB be clarified at each location? 

Answer: CSB is to be placed above Strom Drains 1 and 4 from the pipe embedment to 6” below 

surface grade. It is also to be placed above the two detention pond outfall structures 

and above the 3-36” storm outfall form Ditches 7 & 8 into Detention Pond C-2. The 

quantity of CSB is being reduced from 1000 SY to 360 SY with Addendum No. 2. The 

description of the CSB item in Specification Section 12213 – Measurement and Payment 

is also revised with Addendum No. 2 to correctly identify the locations where it is to be 

placed. 

Question 28: Is it the contractor’s responsibility to purchase and place aggregate on the roadway 

under line item 26: Preparation and Compaction of Subgrade for 15-Feet access road? If 

so, what is the depth of aggregate base required? 

Answer: The contractor will only be responsible for preparation and compaction of the earthen 

subgrade material. The City will supply and place any aggregate for the driving surface. 

Question 29: It doesn’t look like we get any time extensions for force majeure, excessive, rain, etc. for 

this project.  Is that correct? 

Answer: The City’s consultant will track the number of rain days and days where conditions are 

too wet to allow work. The City has the option to grant additional days for days lost to 

rain or force majeure. The City needs to have the project completed at the earliest 

possible date, however the City wants to foster a positive relationship with its 

contractors. If, in the City’s view, the contractor has put forth the effort to accomplish 

the project in the allotted time, this will provide the City with incentive to grant 

additional days. 


